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	Manila Orientation Flight



Objectives
· The pilot to become familiar with inbound and outbound procedures at Manila Airport (RPLL)
· The pilot to become proficient while communicating on the radio
· The pilot to acquire the habit of using taxiway charts when operating on the ground
· The pilot to become avoid the IFR climb/descend areas, and the VFR corridors at Manila
Materials
· TPC-K11B
· Manila chart
· Manila airport layout
· NOTAM’s 
Communications 
· Manila ATIS 		126.40
· Manila Approach 	119.70 and 121.10
· Manila Tower 		118.10
· Manila Ground
· Manila T3 Ramp
· Manila Domestic Ramp 
· 
Navigation Aids
· Manila VOR (MIA) 	113.80
· RWY 24 ILS		109.90
Arrival Planning
· 5 Miles north of Malabon, contact Manila Tower
· Malabon / 2,500 
· South Harbor / 1,500
· Philippine Navy / 1,000
· Baclaran church 
Departure Planning
· Baclaran Church
· Philippine Navy
· South Harbor
· Malabon /2,500
Notes
· Before leaving for Manila, call Manila FOBS (02) 879-9203 for a weather briefing and note whether or not VMC exists.
· Check weather and NOTAMS (www.omniweather.cjb.net)
· Parking at Air Ads Hangar (GA4)
· All engine run-ups conducted at GA4 
· Assume taxi time of thirty (30) minutes taxi time
· For VFR north departures, runway 31 is used, unless a “standard departure” is requested and approved.
· Avoid IFR climb/descend areas.
